“Engineered Lubrication With Industry In Mind"’
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INDUSTRIAL LUBRICANTS, Inc.

PRODUCT
BULRETIN

488 RED CROWN LUBRICANT

‘A second generation lubricant engineered to minimize maintenance and downtime.’’

DESCRIPTION:

A heavy duty grease designed for severe applications
exposed to heat, water, speed, shock-loading, etc.
Specifically formulated as a semi-synthetic lubricant
to counteract the demulsibility (leaching) effect of
down coiler applications and the similar effect of roll-
ing oil solutions found in the hot and cold metal roll-
ing industry.

Excellent mechanical and thermal stability as well as
superior adhesion and cohesion.

This product is certified to contain no Clorinated
Napthalenes, Lead Napthanates nor Chlorinated
Byphenols.

Surpasses 60 O.K. Timken Load.

APPLICATIONS:

This exceptional product can be used in all industrial
type applications exposed to heat, water, speed,
contamination, and extreme pressure. Designed for
use in the down coiler bearings, wedges and/or links
of the Generation |l Hot Strip Mills and also cold roll
applications exposed to hot rolling oil solutions found
in the steel and aluminum industry.

Available in two grades:

488-1 is recommended for high speeds or where
pumpability is a problem.

488-2 is recommended for general industrial
lubrication and extended lubrication intervals.

USER BENEFITS:

* EXCELLENT TIMKEN RATING

* WILL NOT WASH 0UT

* DISTINCTIVE COLOR

* EXCELLENT THERMAL STABILITY
* VERY TACKY

* COOLER RUNNING BEARINGS

* LESS DOWNTIME

* EXTENDED LUBE INTERVALS

* REDUCED MAINTENANCE
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AUTHORIZED DISTRIBUTOR:

STEELCO INDUSTRIAL LUBRICANTS, Inc. ¢ 358 Ruge St. e P.O. Box 136 ® Valparaiso, IN 46383 ¢ 219/462-0333
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